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GENERAL NOTES: STANDARD STGNS
Q
I ALL STANDARD HIGHWAY SIGNS SHALL BE FABRICATED AND ERECTED 1IN
8 TYPE 1/ (ENCAPSULATED LENS) REFLECTIVE SHEETING SHALL BF USED FOR
ACCORDANCE WITH THE DETAILS SHOWN N THE PLANS. THE MANUAL ON UN/!FORM DLPE WL DENCATSULATED Loz AELLEC)H LS o
T B e L A N b e i D et 8 R ST o R Ec P Ve
2 SIGN ERECTION STATIONS ARE APPROXIMATE AND MAY BE ADJUSTED TO MEET
FIELD CONDITIONS WHERE NECESSARY. BUT SHALL BE WITHIN THE LIMITATIONS SHEETING BACKGROUNDS OF THE APPROPRIATE COLOR
SET FORTH IN THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES, CURRENT
9 TYPE X (WIDE ANGLE PRISWMATIC) REFLECTIVE SHEETING SHALL BE USED FOR ALL
o ALl STANDARD HIGHIAY SIGNS SHALL BE ERECTED AT A HEIGHT OF 7 FEET ABOVE (WIT-2" AND WIIA-2) SIGNS  SIGNS WITHIN THE SAME ASSEMBLY AS THE SCHOOL ZONE
FegeE C CONGL O by CBRENT 1Tk D The BB L e i ols
S . 1O TYPE IX (WIDE ANGLE PRISMATIC) FLUORESCENT YELLOW GREEN REFLECTIVE SHEET/NG
THE NORMAL EDGE OF PAVEMENT TO THE BOTTOM OF THE SIGN OR ASSEMBLY SHALL BE USED FOR SCHQOL ZONE (S/-{, S2-/, S3-/, S4-3 AND THE TOP PORTION OF
THE S5-7) SJGNS, BICYCLE CROSSING (W/T-1) STGNS. AND PEDESTRIAN CROSS/ING
4g  HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON INTERSTATE HIGHWAYS RED SERIES SIGNS (RI-1, RI-2, RI-3A, RI-4A, R5-1, R5-/A)
CLEARANCE FOR STANDARD HIGHWAY SIGNS ON RAMPS SHALL BE 2 FEET FROM THE AS SPECIFIED BELOW OR SPEC/FIED OTHERWISE N THE PLANS — EITHER CLASS |
ALL STANDARD HIGHWAY SIGNS REQUIRING REFLECTOR!ZED BACKGROUNDS EXCEPT
4b. HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY SIGNS ON ALL OTHER ROADWAYS WITHIN AN ASSEMBLY
SIGN) ALUMINOM OR GALVANIZED STEEL STRAPS — THE STRAPS SHALL BE FLUSH
WITH THE BACK OF THE SIGN WITH ONE EACH ACROSS THE TOP AND BOTTOM OF I1 TYPE IX (WIDE ANGLE PRISMATIC) FLUORESCENT YELLOW REFLECTIVE SHEETING
THE SIGN  THE CENTERLINE OF EACH POST SHALL BE INSET [/6TH OF THE SIGN SHALL BE USED FOR ALL WARNING S1GNS.
4c  HORIZONTAL CLEARANCE FOR STANDARD HIGHWAY S/IGNS MOUNTED BEHIND GUARD /2 A /2 INCH MINIMUM AR SPACE SHALL BE REQU/IRED BETWEEN ALL SIGN PLATES
Eééé gﬁA%bEgglngggr FROM THE FACE OF THE GUAR DRAIL TO THE NEARER
SOALL BE 32 FEET FROM THE NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF /3 WHERE SIGNS WITHIN AN ASSEMBLY EXTEND BELOW THE STANDARD MOUNTING HOLES
PUNCHED, SHALL BE REQUIRED TO PROPERLY MOUNT THE ASSEMBLY
U S . AND GEORGIA SHIELDS REQUIRING ALT, BUS, CONN. LOOP, OR SPUR SHALL
5 SINGLE PLATE, HORIZONTAL RECTANGULAR S{GNS OVER 48 |NCHES IN WIDTH USE 4 [NCH SERIES "D" LETTERS  REFER TO THE MANUAL ON UN/FORM TRAFF/C
SHALL BE MOUNTED ON TWO POSTS WITH 2 EACH 2 INCH x 1/2 INCH x (WIDTH OF CONTROL DEVICES, CURRENT EDITION, FOR DETAILS
WI/DTH FROM THE EDGE OF THE SIGN  SIGN PLATE BOLT HOLES SHALL BE 378 [NCH
/4  INTERSTATE SHIELDS SHALL CONTAIN THE WORD GEORGIA  ALL INTERSTATE,
5 EACH 42 OR 48 |NCH WIDE x |8 OR 24 [NCH HIGH S/GN REQUIRES ONE ON THE POST(S), ADDITIONAL 378 INCH DIAMETER HOLE(S), DRI!ILLED OR
2 INCH x |/2 INCH x (WIDTH OF SIGN) ALUMINUM OR GALVANIZED STEEL STRAP MISCELLANEOQUS STGNS
P ot o e A R0 e or
THE PROJECT NG I WEER W/ TH 15 EFOR DETAILS OF SPECIAL DES/GN HIGHWAY SIGNS., SEE DETAILS OF
SHALL BE 6 FFET FROM THE EDGE OF THE PAVED SHOULDER OR 12 FEET FROM THE
NORMAL EDGE OF PAVEMENT TO THE NEARER EDGE OF THE SIGN(SJ, WHICHEVER 1S GREATER /6 REFER TO PLAN SHEETS FOR LOCATION OF THE DISTRICT ENGINEERS’ OFFICE TO BE
THE HORIZONTAL CLEARANCE IN NON-MOUNTABLE CURB SECTIONS SHALL BE AT LEAST SHOWN ON ALl RB52-1 (1L IMITED ACCESS) S/GNS JN THIS PROJECT ., IF ANY
5 FEET FROM THE CURB FACE TO THE NEARER EDGE OF THE SIGNS(S)
POANES 2RO RETALLS D STRAP SPECIFICATIONS REFER TO STGN ASSEMBLY - /7 CONTRACTOR W/LL., AS REQUESTED BY THE DISTRICT TRAFFIC OPERATIONS
° ENGINEER, BE REQUIRED TO REMOVE ANY EXISTING SIGNS THAT ARE DUPLICATED
OR ARE CONTRARY TO THESE SIGN PLANS.
7 SIGN ASSEMBLIES SHALL BE MOUNTED ON ALUMINUM OR GALVANIZED STEEL STRAP
NORMAL EDGE OF PAVED SHOULDER, OR EDGE OF GRADED SHOULDER WHEN PRESENT
DIAMETER, DRILLED OR PUNCHED, AS SHOWN ON THE SIGN PLATE DETAILS.
[OCATED IN THE CENTER OF THE SIGN AND FLUSH WITH THE BACK OF THE SIGN
THE SIGN(S)., UNLESS SPECIFIED OTHERWISE IN THE PLANS  HORIZONTAL
DRAWING NO.
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